L Certificate No. : 10964-150916

EBEAZRREEET
Taiwan Accreditation Foundation

Certificate of Accreditation

This is to certify that

Sumeeko Industries Co., Ltd.

Testing Laboratory
No.20, Huaxi Rd., Ta-Fa Industrial District, Kaohsiung City 831, Taiwan (R.0.C.)

is accredited in respect of laboratory

Accreditation Criteria * ISO/MEC 17025: 2005

Accreditation Number
Originally Accredited
Effective Period

Accredited Scope

P1, total 5 pages

0964

August 15, 1998

September 16, 2015 to September 15, 2018
Testing Field, see described in the Appendix

3‘*(7 ~san  Chon

Jay-San Chen
President, Taiwan Accreditation Foundation
Date : September 16, 2015

The Appendix forms an integral part of this Certificate, which shall be invalid when use without the Appendix



Certificate No. : L0964-150916

S

PEEAZEREEESTD

Taiwan Accreditation Foundation

Accreditation Number : 0964
Laboratory Head : WANG, Hendry

PV 01.03  Metals and Alloys Products
Internally Threaded Fasteners

MO014 Proof Load (Compression Method)
ASTM F606/F606M

SAE J995

ISO 898-2

(49 to 441) kN

(5000 to 45000) kgf

Approval Signatory: WU, Shen-Fu;WANG, Hendry

P 01.03 Metals and Alloys Products
Internal Threaded Fasteners

MO17 Internal Thread Parameters-System 21
ASME B1.3

MS to M24

(1/4to 1) in

Approval Signatory: WU, Shen-Fu;WANG, Hendry

MO17 Internal Thread Parameters-ISO
ISO 1502
M35 to M24

Approval Signatory: WU, Shen-Fu;WANG, Hendry

P7 01.03 Metals and Alloys Products

Externally Threaded Fasteners

MO002 Axial Tension Testing of Full-Size Product
ASTM F606/F606M

SAE J429

ISO 898-1

P2, total 5 pages

The Appendix forms an integral part of this Certificate, which shall be invalid when use without the Appendix




W7 01.03 Metals and Alloys Products
External Threaded Fasteners

MO17 External Thread Parameters-System 21
ASME B1.3

MS to M24

(1/4to 1) in

Approval Signatory: WU, Shen-Fu;WANG, Hendry

MO17 External Thread Parameters-1ISO
ISO 1502
M35 to M24

Approval Signatory: WU, Shen-Fu;WANG, Hendry

W 01.03 Metals and Alloys Products
Externally Threaded Fasteners

M101 Rockwell/Rockwell Superfical Hardness
ASTM E18

ASTM F606/F606M

(20 to 65) HRC

(40 to 100) HRBW

(42 to 82) HR30N

Approval Signatory: WU, Shen-Fu;WANG, Hendry

P3, total 5 pages

The Appendix forms an integral part of this Certificate, which shall be invalid when use without the Appendix









